




InfoPro-AC Software
The InfoPro-AC is a graphical user interface application available 
free of charge for easy interface between a computer and  
the AC-PRO-II®. 

The computer connects to the USB connector on the front of 
the AC-PRO-II.

InfoPro-AC includes the following features:
 � AC-PRO-II® Settings (Upload & Download)
 � Waveforms on demand
 � Current, voltage, & power readings on demand
 � Data on the last 8 trips including the waveforms
 � Save Trip data, settings, and waveforms  
      for later use

Voltage, Power, and Energy Data 
Whenever voltage and power data is necessary, a  
Voltage Divider Module (VDM) can be attached to the back of the 
AC-PRO-II® trip unit. The following VDM data is available on the 
display and through RS485 Modbus RTU communications.

 � Voltages
 � KW
 � KVA
 � KWHr & KVAHr
 � Power Factor

Sluggish Breaker® Detection
The patented Sluggish Breaker® detection captures the 
mechanism time of every trip including the “first trip” and 
determines if a breaker mechanism is in need of service. 
Capturing the mechanism time of the first operation is crucial 
since later operations are faster because the breaker mechanism 
was exercised. If a mechanism’s operating time is excessive, 
the AC-PRO-II® will alarm, indicating maintenance is required. 

QUICK-TRIP®

The AC-PRO-II® is a manually controlled QUICK-TRIP® arc flash reduction system. When turned on it can reduce trip times, and 
when turned off allows selective coordination between circuit breakers.
A QT2-Switch or QT-Display-II™ is required to control the QUICK-TRIP® operation.

SAFE-T-TRIP®

The hand-held SAFE-T-TRIP® device allows an operator to 
safely trip a breaker without standing directly in front of the 
switchgear. When needed, the SAFE-T-TRIP® plugs into the 
USB port on the front of the AC-PRO-II®, or QT-Display-IITM.

SAFE-T-TRIP® helps capture the “first trip” for Sluggish Breaker® 
detection by tripping the breaker prior to removing the breaker 
from the cubicle.




